
Spring-loaded brass check valve

Threaded F/F (ISO 7/1 Rp)

Optional stainless steel foot strainer (mesh 1000μm)

To be installed horizontally or vertically

Minimum opening pressure 0,03bar

PN25 for DN≤50

PN16 for DN65 and DN80

PN12 for DN100

Free of CE marking (cat. according to Art. 4.3 Dir. 2014/68/EU)

Working conditions

● Suitable for: water, 0°C to +100°C

● Not suitable for: gases group 1 & 2, liquids group 1 (Dir. 2014/68/UE)

N.

1

2

3

4

5

6

7

8

9

131 175

240704

112 125

100 4" 164,0 175,3 5593 100 4" 128

98 75

080 3" 125,8 143,3 3120 93,8 3" 100
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50 7
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015 ½" 30,4 54,5 123 3,37 ½" 28
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Strainer Stainless steel AISI 304

DIMENSIONS

DN G
D LA Str. wgt

Body Brass EN12165 CW617N

Threaded end Polyamide -

Stem Brass EN12164 CW617N

Spring Stainless steel AISI 302

Gasket EPDM Perox -

Shutter disk Brass EN12164 CW617N

Fixed End Brass EN12165 CW617N

Retaining disk Brass EN12164 CW617N
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I disegni, le foto e i dati contenuti in questa scheda sono forniti a puro titolo informativo. VIR si riserva il diritto di apportare ad essi variazioni senza preavviso.


